OPERATING INSTRUCTIONS
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Mounting Ball Head to Tripod

Mount the head on a tripod by attaching its base [H} to the
3/8" male thread of the triped. on it untilitis firmly
secure to the tripod. '

Removing the Quick-Release [QR] Plate

from the Ball Head

To remove the AR plate (Al from the head, pull out the safety
lock [E] until it clicks into the unlock position [approximately
90°). Then pull the locking lever (D) away from the head until
it clicks open and the plate pops out.

Attaching the Camera to the
Quick-Release (QR} Plate
After removing the QR plate
from the head, you can attach
the camera to the QR plate by
serting the 1/4"-20 male m
B} inlo the camera’s base and,
using the pop-up handle (see photo
ere) on the under-side of the
screw it into place. Before
fully tighteni

that the camera is f

replace pop-up handle flat against the plate,
Note: The Calumet 3/8"-14 QR Plate (CK7002} is sold
separately. Visit www.calumetphoto.com

Mounting the Camera to the Ball Head

With the camera facing forward, insert the OR plate {A} under

the front lip on top of the head and push down on the camera
ntil the locking lever clicks into the locked position. Make

sure the plate is locked in place by returning the safety lock

{E] to its locked posit

on.

Removing the Camera from the Ball Head

Release the safety lock (E} and, while holding the camera
securely in one hand, rotate the locking lever away from the
head until the plate pops up and is released from the head.

Using the Ball Head

The Ball Head is very compact and easy to use, |t features
a single ball-locking knob {1}, a drag control knob (F}, and
a separate pan-control lock {G). To alter the position of your
camera, simply unlock the ball by turning the ball-locking
knob counterclockwise. CAUTION! Be sure to hold onto
your camera before loosening the ball-locking knob.

To make small adjustments in camera positioning, only
open up the ball-lacking knob slightly {approximately 1/2-
turn). There is also a spirit level [C] built into the head that
makes it easier to level your camera. The drag control
feature compensates for camera and lens weight to provide
smooth, controlled operation. Instructions for setting the
drag are listed below,

There is a convenient 90° slot on the opposite side of
the ball-locking knob for changing your camera from
horizontal to vertical format.

Adjusting the Drag Control lfigure A)

You can increase or decrease the amount of drag on the
ball with the adjustable drag control knob [F). Make sure
your camera/lens is properly mounted and supported in
one hand. Loosen the ball-locking knob {l}, then rotate the
drag control ur
camera/lens. Although the setting is a personal preference,
there should be enough drag applied to the ball so that
your camera/lens movementis smooth and controlled.

A printed scale on the kneb indicates the increments of
friction being applied.

you feel increased drag when moving the

CAUTION! The drag control is not intended to lock your
camera/lens into place. Always use the ball-locking
knob for that purpose.

Pan Control

The smaller, pan-control lock [G) at the base of the head
allows you to pan your camera from side to side. The
calibrated scale allows you to make note of your settings.




